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 Enclosures with flat and sloping roof

 Functional design

 Completely washable with water splash

 High degree of protection against dust and water ( up to IP65)

 Sealing from foam FERMAPOR K31

 Glased-in doors as an option

 Dimensions and adjustments acc. customer's request

 Powder-coated or stainless steel design

 CE, NEMA or UL design

Stainles steel design

 Suitable for food and pharmaceutical
industries

 Ideal corrosion resistence –

stainless steel quality AISI 304 / AISI 316L

 Surface treatment by grinding P240 / P400

Powder-coated design

 Suitable for technological and 
distribution electrical cabinets

 Sheet steel with powder-coating, 

textured paint

 Colors in RAL design



 Enclosure RIO-N

◦ Enclosure with flat roof

◦ Sheet-steel enclosures (wall-mounted)

◦ Small size enclosures

◦ Without removable rear cover

 Enclosure RIO-S

◦ Enclosure with sloping roof (20°)

◦ Sheet-steel enclosures (wall-mounted)

◦ Small size enclosures

◦ Without removable rear cover
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 Enclosure KAPPA

◦ Enclosure with flat roof

◦ Sheet-steel enclosures (standalone)

◦ Large size enclosures

◦ With removable rear cover

 Enclosure KAPPA-S

◦ Enclosure with sloping roof (20°)

◦ Sheet-steel enclosures (standalone)

◦ Large size enclosures

◦ With removable rear cover
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 Production unit (maximum width):

◦ Roof made of a single piece of sheet metal – horizontal grinding – stainless design)

◦ Assemblies are not dismountable

◦ a welded vertical bar between the doors

 Maximum production possibilities:  
◦ 3 pieces of single-door enclosures maximum length of the assembly 2 400 mm

◦ 2 pieces of double-doors and single-door enclosures maximum length of the assembly 2 200 mm

◦ 2 pieces of double-doors and double-doors enclosures maximum length of the assembly 2 000 mm
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 Enclosure GC

◦ Enclosure with flat roof

◦ Sheet-steel enclosures (standalone + wall-mounted)

◦ Medium size enclosures

◦ Without removable rear cover

 Enclosure GC-S

◦ Enclosure with sloping roof (20°)

◦ Sheet-steel enclosures (standalone + wall-mounted)

◦ Medium size enclosures

◦ Without removable rear cover
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 Enclosure ESO-II

◦ Painted version only

◦ Sheet-steel enclosures (standalone)

◦ Large size enclosures

◦ With removable side, rear, bottom cover

◦ For standalone or single-row switchgear enclosures

 Production unit:
o For standalone or single-row switchgear enclosures

o standalone or single-row enclosures

o assemblies are dismountable

o the skeleton for stainless design is extra powder coated (always)
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 Enclosure CC 

◦ Enclosure with sloping roof (16°)

◦ Sheet-steel enclosures (standalone + wall-mounted)

◦ Medium size enclosures

◦ Without removable rear cover
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 Enclosure Omega

◦ Sloping roof (30 degrees from the horizon)

◦ Sheet-steel enclosures (self-standing or wall-mounted)

◦ Without removable rear cover

◦ Internal layout like KAPPA cabinets

◦ Inlet opening into the cabinet is wider than the one of KAPPA

◦ Seal on the edge of the door

◦ Special shape of the locks or T-locks

(can not be locked with a key)

◦ Non-removable bottom cover (for smaller dimensions)

◦ Removable bottom cover (for larger dimensions)

◦ Option:

 Lifting lugs for handling

 Multiple closing with multiple lock bodies

 Double doors design:
◦ roof made of a single piece of sheet metal – horizontal grinding

◦ a welded vertical bar between the doors

◦ in double door design, left door has the hinges on the left and the right door has the hinges on the right
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 Sloping roof with drip edge over the back cover

Detail of sloping roof
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Assortment of SENCO switchboard cabinets - single leaf design

Cabinet dimensions: height x depth x width [mm] (Height is always measured at the front of the cabinet)
Other combinations must be consulted with a SENCO mechanical designer

Assortment of SENCO switchboard cabinets - double leaf design

Cabinet dimensions: height x depth x width [mm] (Height is always measured at the front of the cabinet)
Other combinations must be consulted with a SENCO mechanical designer

Cover protection: RIO-N RIO-S KAPPA KAPPA-S GC GC-S CC ESO-II OMEGA

Dimensions acc. to
EN 60 529

300x100x150
1200x400x1000

300x100x150
1200x400x1000

1000x300x400
2200x600x1000

1000x300x400
2200x600x1000

800x300x400
1800x500x1000

800x300x400
1800x500x1000

800x300x400
1800x500x1000

1000x400x400
2250x800x1000

500x200x500
2000x600x1000

Coverage acc. to
EN 60 529

IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 65 IP 55 IP 65

Dimensions acc. to
UL (UL 50E)

300x100x300
1200x400x800

-
1000x300x400
2200x600x1000

- - - - - -

Coverage acc. to UL
(UL Type)

1; 4; 4X; 12 - 1; 4; 4X; 12 - - - - - -

Dimesions acc. to 
NEMA (NEMA 250)

300x100x150
1200x400x1000

300x100x150
1200x400x1000

1000x300x400
2200x600x1000

1000x300x400
2200x600x1000

800x300x400
1800x500x1000

800x300x400
1800x500x1000

800x300x400
1800x500x1000

1000x400x400
2250x800x1000

500x200x500
2000x600x1000

Coverage acc. to NEMA 
(NEMA Type)

1; 2; 5; 4; 
4X; 12

1; 2; 5; 4; 
4X; 12

1; 2; 5; 4; 
4X; 12

1; 2; 5; 4; 
4X; 12

1; 2; 5; 4; 
4X; 12

1; 2; 5; 4; 
4X; 12

1; 2; 5; 4; 
4X; 12

1; 2; 5
1; 2; 5; 4; 

4X; 12

Cover protection: RIO-N RIO-S KAPPA KAPPA-S GC GC-S CC ESO-II OMEGA

Dimensions acc. to
EN 60 529

600x100x800
1200x400x1200

600x100x800
1200x400x1200

1000x300x800
2200x600x1200

1000x300x800
2200x600x1200

800x300x800
1800x500x1200

800x300x800
1800x500x1200

800x300x800
1800x500x1200

1000x400x800
2250x800x1200

-

Coverage acc. to
EN 60 529

IP 55 IP 55 IP 55 IP 55 IP 55 IP 55 IP 55 IP 54 -



 Height of enclosure RIO-N

12

Height
[H - mm]

Depth
[D - mm]

Width
[W - mm]

300 100 150

400 200 300

500 250 400

600 300 600

700 400 800

800 1000

900

1000

1200

Preferred dimensions

W

H

D
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 Height of enclosure RIO-S
◦ Rear height depends on the depth of the enclosure

◦ Sloping roof = 20 degrees from the horizon

◦ Height [H] is based on the height cabinet with a flat roof

Height
[H - mm]

Frontal height
[L - mm]

Width
[W - mm]

300 340 150

400 440 300

500 540 400

600 640 600

700 740 800

800 840 1000

900 940

1000 1040

1200 1240

Depth
[D - mm]

Total height
[H+A - mm]

100 =H+80

200 =H+116

250 =H+134

300 =H+152

400 =H+189

W

H
+

AH

L

D
Dimensions [L]; [H+A] have a tolerance of ±2,0 mm.

Preferred dimensions
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 Height of enclosure KAPPA

Height
[H - mm]

Depth
[D - mm]

Width
[W - mm]

1000 300 400

1200 400 600

1400 500 800

1600 600 1000

1800

2000

2200

Preferred dimensions

W

H

D
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 Height of enclosure KAPPA-S
◦ Rear height depends on the depth of the enclosure

◦ Sloping roof = 20 degrees from the horizon

◦ Height [H] is based on the height cabinet with a flat roof

Height
[H - mm]

Frontal height
[L - mm]

Width
[W - mm]

1000 1028 400

1200 1228 600

1400 1428 800

1600 1628 1000

1800 1828

2000 2028

2200 2228

Depth
[D - mm]

Total height
[H+A - mm]

300 =H+140

400 =H+176

500 =H+213

600 =H+250

W

H
+

AH

L

D

Dimensions [L]; [H+A] have a tolerance of ±2,0 mm.

Preferred dimensions
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 Height of enclosure GC

Height
[H - mm]

Depth
[D - mm]

Width
[W - mm]

800 300 400

1000 400 600

1200 500 800

1400 1000

1600

1800

Preferred dimensions

W

H

D



17

 Height of enclosure GC-S
◦ Rear height depends on the depth of the enclosure

◦ Sloping roof = 20 degrees from the horizon

◦ Height [H] is based on the height cabinet with a flat roof Preferred dimensions

WD

H

L

H
+

A
Height

[H - mm]
Frontal height

[L - mm]
Width

[W - mm]

800 828 400

1000 1028 600

1200 1228 800

1400 1428 1000

1600 1628

1800 1828

Depth
[D - mm]

Total height
[H+A - mm]

300 =H+140

400 =H+176

500 =H+213
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 Height of enclosure CC
◦ Rear height depends on the depth of the enclosure

◦ Sloping roof = 16 degrees from the horizon

◦ Height [H] is based on the height cabinet with a flat roof

Height
[H - mm]

Frontal height
[L - mm]

Width
[W - mm]

800 818 400

1000 1018 600

1200 1218 800

1400 1418 1000

1600 1618

1800 1818

Depth
[D - mm]

Total height
[H+A - mm]

300 =H+100

400 =H+127

500 =H+154

W

H
+

AH

L

D

Dimensions [L]; [H+A] have a tolerance of ±2,0 mm.

Preferred dimensions
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 Height of enclosure ESO-II

Height
[H - mm]

Depth
[D - mm]

Width
[W - mm]

1000 400 400

1200 600 600

1400 800 800

1600 1000

1800

2000

2200

Preferred dimensions

W

H

D
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 Height of enclosure OMEGA
◦ Rear height depends on the depth of the enclosure

◦ Sloping roof = 30 degrees from the horizon

◦ Height [H] is based on the height cabinet with a flat roof

Height
[H - mm]

Frontal height
[L - mm]

Width
[W - mm]

500 509 500

600 609 600

800 809 800

1000 1009 1000

1200 1209

1400 1409

1600 1609

1800 1809

2000 2009

Depth
[D - mm]

Total height
[H+A - mm]

200 =H+118

400 =H+243

600 =H+349

W

H
+

AH

L

D

Dimensions [L]; [H+A] have a tolerance of ±2,0 mm.

Preferred dimensions



 Enclosure RIO-N

RIO-N H/D/W      1 2 3 4 5 6 7

H – Height [cm]

D – Depth [cm]

W – Width [cm]

1

21

1 Type of locking

B - doppelbart 3 

F - cylindrical inlet with unified key (Dirak 1333) 

2 Surface treatment / Design

1 - powder paint RAL 7032, inner, matting, glossy

2 - powder paint RAL 7035, inner, matting, glossy

N
- stainless design 

(1.4301 acc. EN10027-2, grind P240)

3 Front door

L - left-handed door (hinges on the left)

P - right-handed door (hinges on the right)

4 Rear cover

Z - solid rear cover (non-removable)

5 Options

N - without lifting lugs for handling

E - with lifting lugs for handling

6 Protection of enclosure acc.ČSN EN 60529, UL

5 - IP 55

6 - IP 65

9 - UL - NEMA 4X

7 Catalogue marking

X - code for internal use (for ordering is not needed)

For example: RIO-N100/30/60 BNPZN61
- dimensions: 1000x300x600 mm (HxDxW)
- doppelbart 3
- stainless steel design 1.4301, grind P240
- right-handed door (hinges on the right)
- solid back cover (non-removable)
- without lifting lugs
- protection of enclosure IP65
- code for internal use

Characteristics: Enclosure with flat roof, non-removable rear cover, wall mounted. Quarter turn with
doppelbart 3 (or unified key). 



 Enclosure RIO-S

RIO-S H/D/W      1 2 3 4 5 6 7

H – Height [cm]

D – Depth [cm]

W – Width [cm]
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1 Type of locking

B - doppelbart 3 

F - cylindrical inlet with unified key (Dirak 1333) 

2 Surface treatment / Design

1 - powder paint RAL 7032, inner, matting, glossy

2 - powder paint RAL 7035, inner, matting, glossy

N
- stainless design 

(1.4301 acc. EN10027-2, grind P240)

3 Front door

L - left-handed door (hinges on the left)

P - right-handed door (hinges on the right)

4 Rear cover

Z - solid rear cover (non-removable)

5 Options

N - without lifting lugs for handling

E - with lifting lugs for handling

6 Protection of enclosure acc.ČSN EN 60529, UL

5 - IP 55

6 - IP 65

9 - UL - NEMA 4X

7 Catalogue marking

X - code for internal use (for ordering is not needed)

For example: RIO-S100/30/60 BNPZN95
- dimensions: 1000x300x600 mm (HxDxW)
- doppelbart 3
- stainless steel design 1.4301, grind P240
- right-handed door (hinges on the right)
- solid back cover (non-removable)
- without lifting lugs
- protection of enclosure NEMA 4X
- code for internal use

Characteristics: Enclosure with non-removable rear cover, wall mounted. Drip edge above the door. Quarter
turn with doppelbart 3 (or unified key). Sloping roofs and doors have a vertical grind.



 Enclosure KAPPA

KAPPAH/D/W      1 2 3 4 5 6 7

H – Height [dm]

D – Depth [dm] 

W – Width [dm]

1
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1 Type of locking

B - doppelbart 3 

F - cylindrical inlet with unified key (Dirak 1333) 

2 Surface treatment / Design

1 - powder paint RAL 7032, internal, matting, glossy

2 - powder paint RAL 7035, internal, matting, glossy

N
- stainless design 

(1.4301 acc. EN10027-2, grind P240)

3 Front door

L - left-handed door (hinges on the left)

P - right-handed door (hinges on the right)

D - double-wing doors

4 Rear cover

K - removable rear cover

5 Options

N - without lifting lugs for handling

E - with lifting lugs for handling

6 Protection of enclosure acc.ČSN EN 60529, UL

5 - IP 55

6 - IP 65

7 - IP 66

9 - UL - NEMA 4X

7 Catalogue marking

X - code for internal use (for ordering is not needed)

For example: KAPPA20/06/08 FNLKE65
- dimensions: 2000x600x800 mm (HxDxW)
- cylindrical inlet with unified key (Dirak 1333)
- stainless steel design 1.4301, grind P240
- left-handed door (hinges on the left)
- removable rear cover
- with lifting lugs
- protection of enclosure IP65
- code for internal use

Characteristics: Enclosure with removable rear cover, standalone. Swinghandle with doppelbart 3 or unified
key. Flat roof has a horizontal grind, doors vertical grind (for stainless design).



 Enclosure KAPPA-S

KAPPA-SH/D/W      1 2 3 4 5 6 7

H – Height [dm]

D – Depth [dm]

W – Width [dm]

1
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1 Type of locking

B - doppelbart 3 

F - cylindrical inlet with unified key (Dirak 1333) 

2 Surface treatment / Design

1 - powder paint RAL 7032, internal, matting, glossy

2 - powder paint RAL 7035, internal, matting, glossy

N
- stainless design 

(1.4301 acc. EN10027-2, grind P240)

3 Front door

L - left-handed door (hinges on the left)

P - right-handed door (hinges on the right)

D - double-wing doors

4 Rear cover

K - removable rear cover

5 Options

N - without lifting lugs for handling

E - with lifting lugs for handling

6 Protection of enclosure acc.ČSN EN 60529, UL

5 - IP 55

6 - IP 65

7 - IP 66

9 - UL - NEMA 4X

7 Catalogue marking

X - code for internal use (for ordering is not needed)

For example: KAPPA-S20/06/08 FNLKE65
- dimensions: 2000x600x800 mm (HxDxW)
- cylindrical inlet with unified key (Dirak 1333)
- stainless steel design 1.4301, grind P240
- left-handed door (hinges on the left)
- removable rear cover
- with lifting lugs
- protection of enclosure IP65
- code for internal use

Characteristics: Enclosure with removable rear cover, standalone. Drip edge above the door and rear cover. 
Swinghandle with doppelbart 3 or unified key. Sloping roofs have a horizontal grind, doors vertical grind.



 Enclosure GC

GC  H/D/W      1 2 3 4 5 6 7

H – Height [dm]

D – Depth [dm]

W – Width [dm]

1
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1 Type of locking

B - doppelbart 3 

F - cylindrical inlet with unified key (Dirak 1333) 

2 Surface treatment / Design

1 - powder paint RAL 7032, inner, matting, glossy

2 - powder paint RAL 7035, inner, matting, glossy

N
- stainless design 

(1.4301 acc. EN10027-2, grind P240)

3 Front door

L - left-handed door (hinges on the left)

P - right-handed door (hinges on the right)

4 Rear cover

Z - solid rear cover (non-removable)

5 Options

N - without lifting lugs for handling

E - with lifting lugs for handling

6 Protection of enclosure acc.ČSN EN 60529, UL

5 - IP 55

6 - IP 65

7 Catalogue marking

X - code for internal use (for ordering is not needed)

For example: GC 16/05/08 FNLZN55
- dimensions: 1600x500x800 mm (HxDxW)
- cylindrical inlet with unified key (Dirak 1333)
- stainless steel design 1.4301, grind P240
- left-handed door (hinges on the left)
- solid rear cover (non-removable)
- without lifting lugs
- protection of enclosure IP55
- code for internal use

Characteristics: Enclosure with flat roof, non-removable rear cover, standalone or wall mounted. Swinghandle
with doppelbart 3 or unified key. 



 Enclosure GC-S

GC-S  H/D/W      1 2 3 4 5 6 7

H – Height [dm]

D – Depth [dm]

W – Width [dm]

1
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1 Type of locking

B - doppelbart 3 

F - cylindrical inlet with unified key (Dirak 1333) 

2 Surface treatment / Design

1 - powder paint RAL 7032, inner, matting, glossy

2 - powder paint RAL 7035, inner, matting, glossy

N
- stainless design 

(1.4301 acc. EN10027-2, grind P240)

3 Front door

L - left-handed door (hinges on the left)

P - right-handed door (hinges on the right)

4 Rear cover

Z - solid rear cover (non-removable)

5 Options

N - without lifting lugs for handling

E - with lifting lugs for handling

6 Protection of enclosure acc.ČSN EN 60529, UL

5 - IP 55

6 - IP 65

7 Catalogue marking

X - code for internal use (for ordering is not needed)

For example: GC-S 16/05/08 FNLZN55
- dimensions: 1600x500x800 mm (HxDxW)
- cylindrical inlet with unified key (Dirak 1333)
- stainless steel design 1.4301, grind P240
- left-handed door (hinges on the left)
- solid rear cover (non-removable)
- without lifting lugs
- protection of enclosure IP55
- code for internal use

Characteristics: Enclosure with sloping roof (horizontal grind), non-removable rear cover, standalone or wall
mounted. Drip edge above the door. Swinghandle with doppelbart 3 or unified key.



 Enclosure CC

CC  H/D/W      1 2 3 4 5 6 7

H – Height [dm]

D – Depth [dm]

W – Width [dm]

1
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1 Type of locking

B - doppelbart 3 

F - cylindrical inlet with unified key (Dirak 1333) 

2 Surface treatment / Design

1 - powder paint RAL 7032, inner, matting, glossy

2 - powder paint RAL 7035, inner, matting, glossy

N
- stainless design 

(1.4301 acc. EN10027-2, grind P240)

3 Front door

L - left-handed door (hinges on the left)

P - right-handed door (hinges on the right)

4 Rear cover

Z - solid rear cover (non-removable)

5 Options

N - without lifting lugs for handling

E - with lifting lugs for handling

6 Protection of enclosure acc.ČSN EN 60529, UL

5 - IP 55

6 - IP 65

7 Catalogue marking

X - code for internal use (for ordering is not needed)

For example: CC 16/05/08 FNLZN55
- dimensions: 1600x500x800 mm (HxDxW)
- cylindrical inlet with unified key (Dirak 1333)
- stainless steel design 1.4301, grind P240
- left-handed door (hinges on the left)
- solid rear cover (non-removable)
- without lifting lugs
- protection of enclosure IP55
- code for internal use

Characteristics: Enclosure with non-removable rear cover, standalone or wall mounted. Drip edge above the
door. Swinghandle with doppelbart 3 or unified key. Sloping roofs and doors have a vertical grind.



 Enclosure ESO-II

ESO-II H/D/W      1 2 3 4 5 6 7

H – Height [dm]

D – Depth [dm]

W – Width [dm]

1

2 Surface treatment / Design

1 - powder paint RAL 7032, internal, matting, glossy

2 - powder paint RAL 7035, internal, matting, glossy

N

- stainless design 
(1.4301 acc. EN10027-2, grind P240)

- Stainless skeleton is powder coated

28

1 Type of locking

B - doppelbart 3 

F - cylindrical inlet with unified key (Dirak 1333) 

3 Front door

L - left-handed door (hinges on the left)

P - right-handed door (hinges on the right)

D - double-wing doors

4 Rear cover

K - removable rear cover

L - left-handed door (hinges on the left)

P - right-handed door (hinges on the right)

D - double-wing doors

5 Options

N - without lifting lugs for handling

E - with lifting lugs for handling

6 Protection of enclosure acc.ČSN EN 60529, UL

4 - IP 54

5 - IP 55

7 Catalogue marking

X - code for internal use (for ordering is not needed)

For example: ESO-II 20/06/08 F2LKE55
- dimensions: 2000x600x800 mm (HxDxW)
- cylindrical inlet with unified key (Dirak 1333)
- powder paint RAL 7035, internal, matting, glossy
- left-handed door (hinges on the left)
- removable rear cover
- with lifting lugs
- protection of enclosure IP55
- code for internal use

Characteristics: Enclosure with removable rear cover, side cover, top cover, standalone. 
Swinghandle with doppelbart 3 or unified key.
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1 Type of locking

S - hygiene Quarter-Turn with Insert Square SW13

T - hygiene Quarter-Turn with T-Handle

2 Surface treatment / Design

1 - powder paint RAL 7032, inner, matting, glossy

2 - powder paint RAL 7035, inner, matting, glossy

N
- stainless design 

(1.4301 acc. EN10027-2, grind P240

3 Front door

L - left-handed door (hinges on the left)

P - right-handed door (hinges on the right)

4 Rear cover / Bottom cover

W - removable bottom cover

N - solid bottom cover (non-removable)

5 Options

N - without lifting lugs for handling

E - with lifting lugs for handling

6 Protection of enclosure acc.ČSN EN 60529

5 - IP 55

6 - IP 65

7 Catalogue marking

5 - marking for enclosure with sloping roof

Characteristics: Enclosure with sloping roof, non-removable rear cover (always), self-standing. Drip edge
above the door. Quarter turn with Insert Square SW13 or with T-Handle. Doors have a vertical grind.

Locks in HD version can not be locked with a key.

For example: OMEGA-16/04/08 TNPWN65
- dimensions: 1600x400x08 mm (HxDxW)
- Hygiene Quarter-Turn with T-Handle
- stainless steel design 1.4301, grind P240
- right-handed door (hinges on the right)
- solid back cover (non-removable) (always)
- with removable bottom cover
- without lifting lugs
- protection of enclosure IP 65
- marking for enclosure with sloping roof

 Enclosure OMEGA

OMEGA H/D/W      1 2 3 4 5 6 7

H – Height [dm]

D – Depth [dm]

W – Width [dm]

1



30



31


	Snímek 1: Enclosures SENCO Příbram spol. s r.o.
	Snímek 2: Benefits of our solution
	Snímek 3: RIO type cabinets
	Snímek 4: KAPPA type cabinets
	Snímek 5: KAPPA type cabinets
	Snímek 6: GC type cabinets
	Snímek 7: ESO type cabinets
	Snímek 8: CC type cabinets
	Snímek 9: OMEGA type cabinet
	Snímek 10: Design of KAPPA-S
	Snímek 11: Cabinet dimensions and certification
	Snímek 12: Specification of dimensions
	Snímek 13: Specification of dimensions
	Snímek 14: Specification of dimensions
	Snímek 15: Specification of dimensions
	Snímek 16: Specification of dimensions
	Snímek 17: Specification of dimensions
	Snímek 18: Specification of dimensions
	Snímek 19: Specification of dimensions
	Snímek 20: Specification of dimensions
	Snímek 21: Ordering code legend
	Snímek 22: Ordering code legend
	Snímek 23: Ordering code legend
	Snímek 24: Ordering code legend
	Snímek 25: Ordering code legend
	Snímek 26: Ordering code legend
	Snímek 27: Ordering code legend
	Snímek 28: Ordering code legend
	Snímek 29: Ordering code legend
	Snímek 30: Photo enclosures
	Snímek 31: Photo enclosures

